Trailer # Trailer License #

Cass County Recycling Trailers

VIN #

Location

Instructions: Trailers should be checked before each trip, but the following inspection should be documented at least annually and
the inspection form kept in the files for future reference. Promptly fix and document any problems.

Tvbe of Problems to Status: Date & Nature of
Specific Items to Inspect P () if OK Observations Repair or Remedial
Inspect , .
(X) if not Action
Tire pressure.
Wear on tires.
Tiresand Whedls Lug Boltstight. (120 ft.Ibs.)
Axle Boltstight. (150 ft.Ibs)
Grease caps on hubs.
Brake Fluid-DOT 3 (fill to 3/8
Brakes inch below top.
Leaks on any joints or hoses.
Actuator cablein place.
Safety Chains and Hitch | Proper operation and wear.
Tongue Jack Proper function.
Rear Stabilizing Jack Operates.
Proper operation. Wear or
Lights breaks on any wiring. Wiring
secured.
Lid Gas Springs Liftslid evenly, easily.
Lid Rope and Handles In place.
Reflective Tape & labels | Inplace and visible
Bins, door, lids. In place and functional.
Spare Tire mount, Tire. | Mount secure, Tire pressure,
(If present.) wear.
License Plate Secure, present.
Registration, Insurance. | Both present in holder.
Inspected by: Date:




